CITY OF NANAIMO

THE HARBOUR:ICITY

DEVELOPMENT SERVICES
Building Inspection Division

SUGGESTED SLAB & CURB DETAIL FOR GARAGE CONVERSIONS
TO LIVING AREA FOR SINGLE FAMILY DWELLING UNITS

This detail is an example only. Approval of this application may not be possible in certain circumstances.

|[EXTERIOR WALL ASSEMBLY |

EXTERIOR SIDING

CAPILLARY BREAK (EXEMPT IF VINYL SIDING)
2 LAYERS 30 MIN. BUILDING PAPER

MIN. 2" PLYWOOD SHEATHING

2"x6" STUDS @ 16" O/C

R-20 BATT INSULATION

20" MIN.

6 MIL POLY VAPOUR BARRIER
" GYPSUM BOARD
6 MIL. C.S.A. POLY VAPOUR BARRIER CONT.

I* GYPSUM BOARD OR WOOD TRIM
R-12 RIGID INSULATION

|[FLOOR ASSEMBLY |

NEW 3" PLYWOOD FLOOR SHEATHING

NEW 2"x4" SLEEPERS @16" O/C

NEW R-12 RIGID INSUL. (MIN. 20" FROM EXT.)
NEW 6 MIL C.S.A. POLY VAPOUR BARRIER
EXISTING 4" SLAB ON GRADE

_n}s" MIN.

INISH GRADE

—
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, 18" MIN
8
3

1" DIA. ANCHOR BOLTS -0 @ -
2@ 8'-0" O/C MAX. TARE
PIN NEW CURB TO EXIST. THICKENED-EDGE
SLAB (AT DOOR OPENINGS) WITH 3" &
DOWELS @ 24" O/C GROUTED IN 1" & HOLES.
DAMPPROOFING

EXISTING ROOF DRAIN

EXISTING FOOTING DRAIN
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